
2023 Gut-N-Go FWD Class 

***If car does not pass inspection or driver is unwilling to change car to pass inspection, 

ABSOLUTELY NO REFUNDS! *** 

NO PASSENGERS!!!! 

General Rules 

1. All rules will be followed or you will not run. 

2. All drivers must sign the driver’s paperwork and if the driver or rider is under the age of 

18 they must have a waver signed by a parent. 

3. Drivers must wear a seat belt, helmet, and fire suit jacket. 

4. All drivers and crew members must attend the drivers meeting. 

5. No hot rodding in the pits, keep it at an idle. This will be the quickest way to be 

disqualified. 

6. You are given 1 minute to make an aggressive hit. After 1 minute that particular car will 

be disqualified. 

7. Any complaints that a drivers has about another car prior to the start of the first heat will 

need to be addressed in the drivers meeting. If nothing is said, we don’t want to hear about 

it after the show. 

8. Any questions, give me a call: Junior Cardwell 1660-216-4251 If these rules or a phone call 

to us does not say you can do it, then don’t. We can’t stress enough to call first. 

9. Judge’s decisions are final. 

All cars must start as a factory non modified car, nothing can be added other than what’s 

stated in these rules. You can use any 1980 newer front wheel drive car, minivan or cross 

over. No all wheel drives, or full frame vehicles. You can run tires with sidewall flaps 

(protectors), skid tires, tractor and fork lift tires are ok. Anything can be removed from car 

(hood, trunk lid, washer tank anything that may be in the way) wiring harness can also be 

relocated to keep from getting pinched. You can also duct tape or chain door pillars.  

Here’s what has to be done!!!!  

1. Remove all glass, mirrors, exterior trim, head and tail lights, front and rear plastic bumper 

covers. Interior doesn’t have to be removed. 

2. Battery has to be relocated to passenger floor board and secured down. 

3. You will be required to run a 4 point cage no bigger than 6" od material. 

4. You can weld driver’s door shut 5 on 5 off 3" by 1/8 thick strap (this is optional you don’t 

have to weld door). But all doors must be at least chained shut. 

5. You can remove factory front bumper and weld, chain, or bolt on a piece of 4x4 tube or 4 

inch pipe to end of frame. It CANNOT stick out more than 5 inches past outside of frame, no 

material can be added to inside or outside of frame. If you want you can leave factory 

bumper. 

6. If fuel tank is behind rear axle it must be moved and secured to back seat area and 

covered. If tank is in front of rear axle it can stay in factory position. Fuel cell is highly 

recommended! If factory lines will not work you must use high pressure fuel line. 

7. You must run chain, cable or #9 wire from roof to cowl panel.  



8. Hood must have a 12 inch hole cut in case of fire and can only be chained or wired shut, 

NO ALL THREAD, hood tied down through sheet metal only in 4 spots! Can pass through 

upper radiator support. Do not wire hoods shut until after inspection.  

9. Air bags have to be removed from cars !!! 

10. No headers allowed. 

11. No tucking the trunk 

12. No use of wire other than wiring doors, trunks, hoods, and from roof to cowl 

13. No carb conversions 

If you cannot read these rules and don’t follow them you will not run. 

MJC Promotions holds the right to refuse any car that does not seem safe enough to 

compete. This is in the best interest of the driver, and other competitors. 
 


